
 

 ASMG Health & Safety 
Lanyard Annual Evaluation 

Revised: April 2025 

 

 

Safety, Quality, Production – In That Order… 

 

Lanyard Information 
Lanyard Model/Name: 
 
 

Serial Number: 

Lot Number: Manufactured Date: Date of Purchase: 
 
 

Comments: 
 
 
 

 

Evaluation 
  

  Accepted Rejected 

Hardware 
Includes snap hooks, carabineers, adjusters, keepers, thimbles, 
and D -rings. Inspect for damage, distortion, sharp edges, burrs, 
cracks, corrosion, and proper operation. 

  

Webbing 
Inspect for cuts, burs, tears, abrasions, frays, excessive soiling, 
and discoloration.   

Stitching Inspect for pulled or cut stitches 
  

Synthetic 
Rope 

Inspect for pulled or cut yarns, burns, abrasions, knots, excessive 
soiling and discoloration.   

Energy 
Absorbing 

Component 
Inspect for elongation, tears, and excessive soiling. 

  

Labels 
Inspect all labels and verify they are securely held in place and are 
legible.   

Overall 
Disposition: 

 
  

*Any evaluation criteria marked “Rejected” shall be discarded. 

Signature 

 

 

_________________________________ _____________________________________ ______________ 

Name of Person Conducting Evaluation Signature Date 
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