
 

 ASMG Health & Safety Manual 
Section 14: Confined Space Entry Program 

Revised: March 2025 

 

 

Safety, Quality, Production – In That Order… 

 

14.1 Policy Statement  

This policy has been developed to protect employees from the serious hazards associated with entering and 

working within confined spaces such as manholes, vaults, tunnels, and tanks. As required by the Occupational 

Safety and Health Administration (OSHA) Standard 29 CFR 1910.146, Permit‐required Confined Spaces, and 

OSHA Standard 29 CFR 1926 Subpart AA Confined Spaces in Construction, this policy establishes a permit‐

required confined space program to regulate entry into confined spaces and to ensure the safety of 

employees who enter or work in confined spaces. 

14.2 Definitions 

 Attendant: A trained individual, as required by this policy, stationed outside a permit‐ required 

confined space that monitors the authorized entrants inside the space. An attendant has the authority 

to order exit from a permit‐required confined space.  

 Authorized Entrant: A trained individual, as required by this policy, who is authorized by the entry 
permit to enter a permit‐required confined space.  

 Confined Space: A space that:  

o Is large enough and so configured that an employee can bodily enter and perform assigned 

work; and  

o Has limited or restricted means for entry or exit; and  

o Is not designed for continuous employee occupancy.  

 Entry: The act by which any part of a person's body passes through the plane of the space’s opening 
into a permit‐required confined space.  

 Entry Supervisor: A trained supervisor or manager, as required by this policy, which is responsible for:  

o Determining if acceptable entry conditions are present at a permit‐required confined space;   

o Contacting the Safety Manager before entry for approval and to obtain Entry Number;  

o Authorizing entry and overseeing entry operations; and  

o Terminating entry.  

 Entry Permit: The written document that allows and controls entry into a permit‐required confined 

space. These permits can be obtained from an entry supervisor.  

 Hazardous Atmosphere: An atmosphere that may expose employees to a risk of death, injury, 

incapacitation, impairment of ability to escape unaided, or acute illness from one or more of the 

following causes:  

o Flammable gas, vapor, or mist in excess of 10% of the lower explosive limit (LEL);  
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o Airborne combustible dust concentration that obscures vision at a distance of five feet or less, 

meaning it may be explosive;  

o Atmospheric oxygen concentration is below 19.5% or above 23.5%;  

o Atmospheric concentration of any substance that would result in employee exposure above the 

OSHA PEL, ACGIH TLV, or other recognized occupational exposure limit; or  

o Any other atmospheric condition immediately dangerous to life and health.  

 Hot Work: Work that generates sources of ignition, such as welding, cutting, burning or heating. Such 

work in a permit‐required confined space requires both a Confined Space Entry Permit and a Welding 

Permit, issued by the Supervisor and approved by the Safety Manager.  

 Permit‐Required Confined Space: A confined space that has one or more of the following 

characteristics:  

o Contains or has a potential to contain a hazardous atmosphere; or  

o Contains a material with the potential for engulfing an entrant; or  

o Has an internal configuration such that an entrant could be trapped or asphyxiated by inwardly 

converging walls, or a floor which slopes downward and tapers to a smaller cross‐section; or  

o Contains any other recognized serious safety or health hazard;  

o The following is a partial listing of spaces that are typically considered permit‐ required 

confined spaces:  

 Sewer/Storm manholes  

 Electrical manholes  

 Steam pits  

 Heat Plant boilers  

 Telephone vaults  

 Water Pollution Control lift/pump stations  

 Water meter pits  

 Street man ways  

 Tanks and related equipment  
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o Note: Confined spaces that normally present no hazards can become permit‐required if hazards 

are introduced into the space (e.g., by painting or cleaning with solvent‐based products, by 

welding, etc.).  

 Retrieval System: The equipment used for the non‐entry rescue of persons from permit‐ required 

confined spaces.  

o The system includes a line or rope attached at one end to the back "D" ring (or 2 shoulder "D" 

rings) of a full‐body harness worn by an authorized entrant, and with its other end attached to 

a mechanical lifting device or to a fixed point outside the permit‐required confined space.  

o A mechanical lifting device is required for all vertical entries greater than 5 feet in depth.  

o A harness and retrieval line is required in all permit‐required confined space entries unless 

attachment increases the hazard potential to the entrant (a harness may still be required), or its 

use does not assist in rescue. 

14.2 Confined Space Procedures 

 A confined space trained employee anticipating the need to enter a confined space must complete and 

receive a written permit prior to entry from the entry Supervisor.  

 The confined space trained Supervisor will complete and approve the permit and verify that 

equipment, monitoring, training, and other safety procedures (e.g., lockout/tagout, welding, etc. are 

adequate for safe entry and work tasks.  

 The Supervisor shall contact the Safety Manager, normally 48‐ Hours in advance to obtain an Entry 

Number.  

o Provide the Date, Time, and Location of the entry;  

o File the permit with the Safety Manager upon completion of entry.  

 If the Confined Space does not safely support a non‐entry retrieval system, no permit will be issued 

until the Authorizing Supervisor consults with the Safety Manager or Risk Manager to ensure that a 

non‐entry rescue can be safely conducted.  

 Prior to entry, the entry Supervisor will verify that the entrant(s), and attendant(s) are aware of the 
following:  

o The hazards of the permit space;  

o The hazard control measures (such as lockout/tagout, equipment and procedures for purging, 

inerting, ventilation and flushing, etc.) used to remove or control existing and potential hazards.  
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o Acceptable atmospheric conditions which must be maintained during entry; Testing and 

monitoring equipment and procedures required to verify that acceptable environmental 

conditions are being maintained during entry;  

o The rescue and other services which would be summoned in case of emergency and the means 

of communication with those services;  

o Non‐entry rescue equipment is provided and utilized on‐site;  

o The communication procedures and equipment used by authorized entrants and attendants to 

maintain contact;  

o The personal protective equipment, such as hard hats, clothing, harnesses and retrieval lines 

provided in order to ensure employee safety.  

 Respirator use will be in accordance with established policy. 

14.5 Duties & Training Requirements 

 Authorized Entrants: The person(s) authorized to enter a confined space will be responsible for and 
receive training in the following:  

o The knowledge of hazards that may be faced during entry, including the mode, signs or 

symptoms, and consequences of the exposure.  

o Proper use of equipment, which includes:  

 Atmospheric testing and monitoring equipment.  

 Ventilating equipment needed to obtain acceptable entry conditions.  

 Communication equipment necessary to maintain contact with the authorized 

attendant.  

 Personal protective equipment, as needed.  

 Lighting equipment, as needed.  

 Barriers and shields, as needed.  

 Equipment, such as ladders, needed for safe ingress and egress.  

 Rescue and emergency equipment, as needed.  

 Any other equipment and procedures necessary for safe entry into and rescue from 

permit spaces.  

o Communication with the attendant to enable the attendant to monitor entrant status and to 

enable the attendant to alert entrants of the need to evacuate the space if required.  
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o Alerting the authorized attendant whenever:  

 The entrant recognizes any warning sign or symptom of exposure to a dangerous 

situation, or  

 The entrant detects a condition prohibited by the permit.  

o Exiting the permit space as quickly as possible whenever:  

 An order to evacuate has been given by the attendant or the entry approver;  

 The entrant recognizes any warning sign or symptom of exposure to a dangerous 

situation;  

 The entrant detects a prohibited condition; or  

 An evacuation alarm is activated.  

 Authorized Attendant: Persons authorized to perform duties as authorized attendants will be 

responsible for and receive training in the following:  

o Knowing the hazards that may be faced during entry, including information on the mode, signs 

or symptoms, and consequences of exposure.  

o Being aware of possible behavioral effects of hazard exposure in authorized entrants.  

o Continuously maintaining an accurate count of authorized entrants in the permit space and 

ensuring that the means used to identify authorized entrants accurately identifies who is in the 

permit space.  

o Conduct continuous atmospheric monitoring before and while entry is conducted.  

o Continuously monitor for engulfment hazards on construction sites.   

o Remaining outside the permit space during entry operations until relieved by another 

attendant.  

o Performing non‐entry rescue if such non‐entry rescue will not present further hazards to the 

entrant or attendant.  

o All entrants are required to wear full body harness that is attached to the Retrieval System.  

o The non‐entry rescue consists of winching the victim entrant out of the confined space.  

o Communicating with authorized entrants to monitor entrant status and to alert entrants of the 

need to evacuate the space when conditions warrant.  



 

 ASMG Health & Safety Manual 
Section 14: Confined Space Entry Program 

Revised: March 2025 

 

 

Safety, Quality, Production – In That Order… 

 

o Monitoring activities inside and outside the space to determine if it is safe for entrants to 

remain in the space and ordering the authorized entrants to evacuate the permit space 

immediately under any of the following conditions:  

 If the attendant detects a prohibited condition.  

 If the attendant detects the behavioral effects of hazard exposure in an authorized 

entrant.  

 If the attendant detects a situation outside the space that could endanger the 

authorized entrants, such as an engulfment hazard.  

 If the attendant cannot effectively and safely perform all the duties required by this 

program.  

o Summoning rescue services as soon as the attendant determines that authorized entrants may 

need assistance to escape from permit space hazards.  

o Taking the following actions when unauthorized persons approach or enter a permit space 

while entry is underway:  

 Warn the unauthorized persons that they must stay away from the permit space.  

 Advise the unauthorized persons that they must exit immediately if they have entered 

the permit space.  

 Inform the authorized entrants and the entry approver if unauthorized persons have 

entered the permit space.  

o Performing no duties that might interfere with the attendant's primary duty to monitor and 

protect the authorized entrants.  

 Entry Supervisors: Persons authorized to perform duties as entry approvers will be responsible for and 

receive training in the following:  

o Determining that the entry permit contains the required information before authorizing or 

allowing entry.  

o Determining that the necessary procedures, practices, and equipment for safe entry, as 

indicated on the permit, are in effect before allowing entry.  

o Determining, at appropriate intervals, that entry operations remain consistent with the terms 

of the entry permit, and that acceptable entry conditions are present.  

o Canceling the entry authorization and terminating entry whenever acceptable entry conditions 

are not present.  
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o Taking the necessary measures for concluding an entry operation, such as closing off a permit 

space and canceling the permit, once the work authorized by the permit has been completed.  

 Employees may alternate duties as entrants, attendants and/or entry supervisors provided they have 

received training in each designation. Any permit space entry must have at least two individuals 

present: e.g., an authorized entrant and authorized attendant who also is the entry supervisor.  

 Non‐Entry Rescue Team Members: The Attendant(s) is designated as the non‐entry rescue team 

member and is required to utilize the Confined Space Retrieval System to winch the victim entrant out 

of the confined space.   

o All Authorized Entrants are required to wear a Full Body Harness that is attached to the 

Retrieval System, prior to entering the Confined Space.  

o If the Confined Space does not safely support such a retrieval system, no entry will be made 

until the Authorizing Supervisor consults with the Safety Manager or Risk Manager to ensure 

that a non‐entry rescue can safely conducted.  

o At least one Attendant will be trained in First Aid and CPR.  

 Entry Rescue Team: The local fire department is the designated Entry Rescue Team for confined space 

permit entry emergencies. Each rescue team member will receive training in each designation of 

authorized entrant, attendant and entry approver. In addition, each member of the rescue team will be 

certified in both first aid and CPR. Hands‐on practice rescues will be conducted by the rescue team 

members in simulated confined spaces representative of the permit spaces present. 

14.6 Construction Confined Space 

 In addition to the above confined space requirements, these additional requirements apply to 

construction confined space entry and work:  

o Competent Person: Every construction confined space entry performed by ASMG needs a 

competent person that:  

 A Competent person is a person who can identify existing and predictable hazards 

associated with confined spaces, and who has the authorization to take prompt 

corrective measures to remove persons from the hazards and to control the hazards.  

 Needs to be trained in confined space entry activities, hazards that could be present in 

and directly around confined spaces, atmospheric hazards and how to evaluate them, 

and this Program.   

 Have the authority to cease confined space entry operations if he/she feels that hazards 

exist that are not adequately being controlled.  

 Identify all confined spaces that ASMG employees may enter on construction job sites.   
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 Complete the Confined Space Pre‐Entry Evaluation form for the confined spaces that 

ASMG employees plan to enter. 

14.7 Outside Contractors 

 This Policy must be made available for review for all outside contractors involving activities subject to 

OSHA’s confined space entry regulations. In addition, company will:  

o Inform the contractor that the workplace contains permit spaces and that permit space entry is 

allowed only through compliance with a permit space program meeting the requirements of 

the OSHA Standards. Apprise the contractor of the potential hazards associated with the spaces 

that make them permit spaces.  

o Apprise the contractor of any precautions or procedures that will be used to protect employees 

in or near permit spaces where contractor personnel will be working.  

o Coordinate entry operations with the contractor, when company and contractor personnel will 

be working in or near permit spaces.  

o Debrief the contractor, at the conclusion of entry operations, on the procedures followed and 

any hazards confronted or created during entry.  

o The use of company services or equipment by contractors to perform an entry is strongly 

discouraged but it can be used in an emergency.  

 On construction sites the ASMG Competent Person will identify all confined spaces in which one or 

more of the employees it directs may enter and document the findings on the ASMG Confined Space 

Pre‐Entry Evaluation form. Signs or other effective means will be used to identify confined spaces. If 

ASMG is the controlling contractor, the Competent Person will obtain the host employer's information 

about the permit space hazards and any previous entry operations, and provide the following 

information to other contractors that may enter or whose activities could foreseeably result in a 

hazard in the confined space:  

o The information received from the host employer;  

o Any additional information the controlling contractor has about the spaces, including the 

location of each known space, the hazards or potential hazards in each space; and   

o The precautions that the host employer, controlling contractor, or other entry employers 

implemented for the protection of employees in the confined space(s). 
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14.7  Responsibilities 

 Group Managers at each ASMG facility will:  

o Identify all known permit‐required confined spaces for work areas in each shop, division or unit 

within their department.  

o Contact the Safety Manager for assistance in identifying potential permit spaces.  

o Maintain a list of all known permit‐required confined spaces.  

o Prevent unauthorized entry into permit spaces by ensuring that danger signs are posted at the 

entrance of every permit‐required confined space which:  

 Can be entered without the use of a special tool or key; or  

 Can be entered by persons not authorized under this policy to enter the space.  

 Danger signs will read:  

DANGER 

PERMIT‐REQUIRED CONFINED SPACE 

DO NOT ENTER 

o Conduct periodic surveys of work areas to determine if any new permit‐required confined 

spaces have been discovered or created in their work areas.   

o Departments must notify the Safety Manager whenever new permit‐required confined spaces 

are encountered and should request assistance in identifying and evaluating these spaces.  

o Ensure that all employees whose duties require them to work in or around permit‐ required 

confined spaces receive appropriate confined space training prior to engaging in the work.  

o Procure and ensure the use of the equipment necessary for safe entry into permit‐ required 

confined spaces including:  

 Atmospheric monitoring equipment  

 Appropriate personal protective equipment (e.g., protective clothing, gloves, boots, 

goggles, hearing protection, etc.)  

 Mechanical ventilation equipment  

 Communications equipment (e.g., two‐way radios if needed)  

 Safe lighting  
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 Ladders or other equipment for safe ingress and egress  

 Barricades, barriers and/or shields  

 Emergency rescue/retrieval equipment (including full body harnesses and mechanical 

retrieval devices).  

o When contracting with outside firms, comply with Section 5 – Disciplinary Policy.  

 Supervisors will:  

o Notify employees of the Company’s Confined Space Entry Policy, and make the policy readily 

available to them.  

o Consult with the Safety Manager and conduct initial training in Confined Space Entry with new 

employees.  

o Provide employees with retraining whenever retraining appears necessary due to changes in 

the workplace or whenever an observation or inspection indicates an employee is not following 

proper confined space entry procedures or lacks understanding of the proper procedures.  

o Maintain copies of attendance records of training sessions.  

 Authorized Entrants, Attendants and Entry Approvers will:  
o Familiarize themselves and comply with the ASMG’s Confined Space Entry Policy  

o Attend training sessions, as required by the policy.  

o Notify supervisors of any change in their workplace or job duties which prevent or hinder safe 

entries into confined spaces.  

o Carry out their assigned duties during confined space entries, according to this policy.  

o Issue confined space permits in accordance with this policy.  

 Safety Manager will:  

o Develop, implement and maintain the ASMG Confined Space Entry Policy.  

o Perform annual program audits to evaluate the conformance to and adequacy of the confined 

space program, including reviewing canceled permits. Take corrective actions on identified 

deficiencies. Document the audits, audit findings and corrective actions.  

o Provide training materials or training if required, for all aspects of confined space entry, as 

required by the policy.  

o Aid in hazard identification, equipment selection, and other technical support related to 

confined space entries, as needed.  
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Safety, Quality, Production – In That Order… 

 

o Maintain attendance records of training sessions.  

o Maintain copies of completed permits for one year. 

 


